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Application Editions Overview
ValSpeQ v3.85.0 is a Minor Level update release available in full installation and patch form.  The patch requires that the user already has ValSpeQ v3.84.x and later to be installed on their workstations prior to patching.  The full install requires that no previous version of ValSpeQ is installed.  

This release is available in three editions, Full, Standard, and Lite.

The following describes the nature of each edition.

ValSpeQ Full Edition

 The Full Edition supports complete feature set including Sizing and Selection, Drawing Generation, and Pricing.

ValSpeQ Standard Edition (-S Edition)

The Standard Edition supports Sizing and Selection and Drawing Generation. No Pricing is available.

ValSpeQ Lite Edition (-L Edition)

The Lite Edition supports Sizing and Selection. Neither Drawing Generation nor Pricing is available.
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Software Registration Requirement
No Registration required for patch.  Full install of Standard and Full Edition will require registration if not previously done.
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Product Scope Changes
· Standardized all Product Ratings on ASME and EN 12516 (Exception 31000) vs ANSI and ISO.  Associates Rated Materials to either Rating System.
· Added 39004 Soft Seat and Fire Safe Seat

· Added 4411 Transducer Options

· Added ATEX Compliant ASCO Solenoids

· Added 41000 Higher Ratings for Sizes 8 and 10 inch

Added JIS and INMETRO approvals to 12400 Levels
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New Functionality
No new functionality
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Improvements
· 12300 Changed to Price at “Consult Factory” in preparation for obsolescence.
· Implements the 2010 Mid Year Price Adjustments.

Section

6

Bug Fixes and Known Issues

Bug Fixes / Issues Resolved
	ID
	Title

	3
	Solenoid details not appearing on accessory sheet.

	8
	actuator supply pressure

	27
	12300 protection class

	38
	confusing pressure unit / discrepancies in selection 

	46
	496 Switch prices (EMEA)

	47
	496 electrical connection 

	50
	Pricing with 41 and B8 bolting (EMEA)

	51
	37/38 pricing (EMEA)

	54
	Lo DB 2 stages price not calculated (EMEA)

	58
	Design temeprature on cryogenic valves 

	62
	V max actuator (EMEA)

	66
	Excel export 

	72
	Remove time on the printout

	73
	Add revision number beside quotation number

	77
	Printing of additional accessories

	79
	Comment on ITP invalidate  prices 

	84
	41k with oversized ends not priced (EMEA)

	89
	for PN 10  rating not checked 

	101
	Schedule 

	104
	"None/ - " choice for tubing

	110
	Camflex - non standard trim sizes

	111
	SVI II AP on Varipak

	119
	CAMFLEX PRICING (EMEA)

	129
	fluid velocity 

	133
	Air COnection not shown on printed datasheet 

	140
	12300 level 

	144
	Excel Export

	145
	v.3.83 - No unit on print-out for sold alone actuator

	163
	Sunshade not appears on Limit switch 

	169
	Double calculation button

	174
	PED not calculated LLT 

	176
	Excel export - Part 1 

	177
	Excel Export - Part 2

	194
	41000 drawings 

	195
	12400

	209
	Oversize 41K WC6 (EMEA) Prices

	210
	New 12400 model not recognized

	214
	38 Actuator not priced (EMEA)

	215
	Body Bolting invalidate  price (EMEA)

	217
	Tubing issue

	230
	Tubing and price (EMEA)

	231
	Custom globe valve , field disappearing

	232
	TUBING

	234
	316 St St Trim not priced (EMEA)

	235
	Packing in price list not available in selection (EMEA)

	238
	ATEX  and solenoid 

	246
	Mistake in stroke correspondence

	248
	Impossible to valide valve PED without service conditions 

	253
	pricing camflex and 4700 E (EMEA)

	255
	pricing air set gauge charge (EMEA)

	256
	41000 missing bonnet material

	258
	varipak RTJ connections

	259
	41000 stem material / ISO rating 

	260
	Class V not priced (EMEA)+C76

	282
	Missing tubing material for 97 actuator on 39004 in 3.85.0

	283
	Missing cylinder tube material for 39004 with 97 actuator (3.85.0)


Issues Closed on this Iteration

	ID
	Title

	29
	Optional print out of Sigma message

Closed: Global Engineering does not want Sigma Messages Surpressed

	115
	trim exit velocity / kinetic energy

Closed: Per Engineering and Marketing, the trim exit velocity and kinetic energy calculations will be provided for V-Log only.

	116
	camflex no low temperature actuator

Closed: Per Marketing these options will not be included in the global product and should be treated as custom options.

	172
	Custom trim option

Closed: Issue corrected in previous release.

	247
	78400 Unwanted limit stop 

Closed: Limit Stop is mandatory in some cases per Engineering.

	254
	ped + cartridge 

Closed: Combined / duplicate with Issue 352

	274
	41000 NACE AUTENITIC VERSION 

Closed: Could not duplicate, apparently corrected in previous release.

	284
	Actuator capability exceeded message on 39004 (3.85.0)

Closed: This message always appears when no service conditions are specified.
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Software Backward Compatibility

*Compatible with Project files (*.vnx) created with the following versions

· ValSpeQ v3.6X.X

· ValSpeQ v3.7X.X

· ValSpeQ v3.80, v3.81.0, v3.82.0, v3.82.1, v3.82.2, v3.83.0

· ValSpeQ v3.84.0, v3.84.1
*ValSpeQ reads and converts the project file (*.vnx file) created with previous version to the format of the current version of ValSpeQ.  ValSpeQ also “Freeze” locks the items in the project to prevent in-advertent changes.  User is required to unlock the item (Un-Freeze) prior to working with the configuration.

Section

8

Supported Operating Systems

The following OS platforms are supported:

· Windows 7
· Windows Vista 32 Bit, Vista 64 Bit

· Windows XP

· Windows 2000
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